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No. 65(03)ITCD/B03/2022-23/33 Date: 20/02/2023

To,

The Joint Director,
MSME - Testing Centre,
65/1, GST Road, Guindy,
Chennai-600 032, Tamilnadu.

Subject: Sanction and allocation of amount Rs. 10,85,0001- to MSME-Testing
Centre, Chennai under the object head Machinery and Equipments
(4851.00.102.33.00.52) for Financial year 2022-23.

Sir,

I am to convey the administrative approval and financial sanction of AS & DC
(MSME) for allocation of amount Rs. 10,85,0001- (Ten Lakh Eighty Five Thousand Only)
to MSME- Testing Centre, Chennai during the current FY 2022-23 for procurement of
Machinery and Equipments to enhance testing facilities/ balancing/ replacement of
machinery used for conducting tests and auxiliary equipments/ accessories required for
modification or upgradation / to create complete new test facility under object head
Machinery and Equipments (4851.00.102.33.00.52) of Infrastructure Establishment DC
(MSME) for FY 2022-23. As per the details mentioned in the attached Annexure.

2. The expenditure of Rs. 10,85,0001- shall be accommodated in Demand No. 68 - Ministry
of Micro, Small & Medium Enterprises (MSME) under object head Machinery and
Equipments (4851.00.102.33.00.52) of Infrastructure Establishment DC (MSME) for FY
2022-23.

3. The procurement shall be made strictly through GeM/ CPP portal as per GFR norms /
Government prescribed procedures / Rules and Guidelines/ PPP-MII-,2020,2021 order /
as per the specifications mentioned in the attached Annexure/ meeting at least the
requirement of National/International standards. There should not be any deviation on
the BIS/lnternational specification.

4. In order to promote Indian products Make in India, preference to be given to Indian
manufacturers meeting same specifications.

5. Machinery and Equipments should not be proprietary item.

6. If applicable, procured item should have provision for software interfacing to generate
printable digital output.

7. Procurement should be on life-cycle basis i.e.Warranty + Extend
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No. 65(03)ITCD/B03/2022-23/33

8. Specifications annexed with the sanction order for machinery & equipments are
indicative to meet the specific requirement for the purpose as requested by field
offices. However, while bidding, the specifications should made more generic by the
purchase committee.

9. The purchase committee should have an officer as member from nearest MSME-DI,
not below the rank of Asstt. Director Gr.- I.

10. ADCI Joint Directorl Asst. Director Ilc should furnish the progress report of the work!
Procurement and statement for actual expenditure incurred to this office by 2nd of the
following month inter alia with the reason or variation if any and ensure utilization of
fund within the current FY 2022-23.

11. A separate register shall be maintained for each machinery on its utilizationl job
booking details.

12. ADCI Joint Director IAsst. Director Ilc shall furnish installation report and
commissioning certificate of the procured Machinery & Equipments along with
expenditure incurred and fund utilization certificate.

13. This issues with the approval of AS & DC (MSME) vide E- office no. 4021277, Note
# 63 dated 17.02.2023.

Copy to:

~(Dfiayalan K)
Deputy Director
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1) Pay & accounts office (MSME), Chennai.
2) B & A Division, 010 DC (MSME), Nirman Bhawan, New Delhi.
3) SENET Divisionwith the request to upload on DC (MSME) website.
4) Sanction File.
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Annexure to No. 65(03)ITCD/B03/2022-23/33 Date: 20/02/2023
Name of Institute: MSME Testlnc Centre, Chennai

51. Name of Used for IS Specification Complete Technical
No. Machinery & No. IRelevant specifications

Equipments &Qty. specification
1 Salt Spray Chamber Salt Spray Apparatus IS 101 Part 6/Sec Sal Spray chamber to carry out cyclic test with

with accessories to carry out corrosion 1& temperature and spraying of Sodium chloride
1 Set resistance on Metallic ASTM solution and other specified solution as per test

coating, Painted B 119:2019 requirements
(for Chemical testing panel, powder coated Capacity: 1000l
lab) samples Dimension:

1200mlX900mlX1OOml
Inner Chamber Stainless/FRP
Outer Chamber: Non Corrosive material
Supply Voltage 220
Temperature accuracy ±1 0 C
Timer Suitable
Temperature
A) Temperature Controller: Microprocessor PID
Controller, Diplay of SV & PV
Internal materials Stainless FRP
Air Regulator: upto 30 psi
Along with Humidity indicator and Sensor for
controlling humidity
Humidity accuracy 95 to 98 % ±2%
Temperature: Ambient to 600 C
B) Fog collection 1-2mlhr/80cm area
Air Storage Capacity: 20 Litre having single phase
pressure gauge 1-3 bar, 1hp motor
Max Capacity :50 kN
Accuracy:±0.5%
Operating mode: Automatic
Elongation(or% elongation)at max force
&break,max.force
(or stress),provision of calculation of load and
elongation at yield, peak load and load at break,
yield stress, ultimate stress etc.
Mild Steel
Maximum Capacity: 10000 liter
Maximum Temp : upto 350°C
No of trays : 3
Sensitivity : ± 1°C
Material of Inner & Outer chamber: Stainless Steel
Insulation: Glass wool
Electric motor 2 hp/1440 rpm
Number of strokes per min 120
Blade size: 16 inch
Capacity of round bar: 250 mm

Power: 1hp
Disc Diameter :9 inch
load speed :1050 rpm
Body Material: Cast iron
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